Casing
Shoes (ft)

Schematic (7/13/1976)

Qpenings Top'Btm/ TypelStatus

409.0

Sfc Csg
TOC: Sfc

Interm
Csg TOC:
Sfc

4,021.0

79 pcf
Mud

TMD:

7811°

Wellbore
Status:
P&A

NO USDW
PRESENT

Top of Injection

Zone:
B-Sand 6772’

Component

Top MD (ft)  Btm MD(ft)

CEMENT

Iterm oD (i}

CASING JOIMNTES) 26,000

lterm QD {in)

CASING JOINTES) 20,000
FLOAT COLLAR 20,000
CASING JOINTES) 20,000
FLOAT SHOE 20.000

ltern QD {in}

CASING JOINTZ) 16.000
FLOAT COLLAR 16.000
CASING JOINT(S) 16.000
FLOAT SHOE 16.000

Wel: 9-354-4G S/T/R: 4G/315/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol: 692 cf

Hole Size: 24"
Casing Size: 20"
Top Job: No

Rtns to Sfe: Yes (100 cf)

T0C: Sfe

Interm Csg. Cmt Vol 3631 cf

Hole Size: 19"
Casing Size: 16"
Top Job: No

Rtns to Sfc: Yes (400 cf)

100 Sic

Prod. Csg. Cmt Vol
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc;

TI1QC:

Liner Cmt Vol
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
TTOC:

Top of Injection Zone:
B-Sand 6772

-

Volume Behind Pipe:
1.18 Yield Assumed

Theoretical Calculations (TTOC)

May 2012

Grade Wt (ppf) TopMD (ft) BtmmD(ft)

31.0
Grade Wt (ppf) TopMD (ft) BtmmD(ft)
H-40 94 .00 21.0

H-40 9400

365.2
3652 3681
368.1 407 .4
407 .4 408.0

Grade Wit (ppf) TopMD (ft) BtmtD(ft)
31.0
39770 39794
39794 4,019.0
4.019.0 4.021.0

1.0

3.4977.0
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